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RT1224-T240524

MODELLEN / MODELS
RT1224

INSTALLATIE

De afvalvertraging wordt ingesteld met de potentiometer “TIMER”. De timer kan de gewenste tijd instellen als de spanning 
is aangesloten. Door de potentiometer tegen de klok in te draaien wordt de tijd verkort en door de potentiometer met de 
klok mee te draaien wordt de tijd verhoogd. De minimale tijdsvertraging is 0,5 seconden en de maximale is 60 seconden. 
Af fabriek staat de tijdsvertraging ingesteld op 0,5 seconden.

INSTALLATION

The time delay is set with the potentiometer “TIMER”. The timer can set the desired time as the voltage is connected. 
By turning the potentiometer counterclockwise the time is shortened and by turning the potentiometer clockwise the time 
increases. The minimum time delay is 0.5 seconds and the maximum is 60 seconds. The factory default time delay is set 
to 0.5 seconds.

AANSLUITEN / WIRING
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56

NO COM NC NO COM NC + - TRIG

Timer / timer

kort
short

lang
long

-  +

2 x relais uitgang (max. 5A, 30V AC/DC)
2 x relay output (max. 5A, 30V AC/DC) 

voeding 12-24V DC
power 12-24V DC

tijdsvertraging 0,5-60 sec.
time delay 0,5-60 sec. 

vcc

vcc

NO contact

12-24V DC
+  -

NO COM NC NO COM NC + - TRIG

RELAISMODULE 12/24VDC MET TIMER / RELAY BOARD 12/24VDC WITH TIMER 
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RT1224-T240524

MODÈLES / MODELLE
RT1224

INSTALLATIE

 
De afvalvertraging wordt ingesteld met de potentiometer “TIMER”. De timer kan de gewenste tijd instellen als de spanning 
is aangesloten. Door de potentiometer tegen de klok in te draaien wordt de tijd verkort en door de potentiometer met de 
klok mee te draaien wordt de tijd verhoogd. De minimale tijdsvertraging is 0,5 seconden en de maximale is 60 seconden. 
Af fabriek staat de tijdsvertraging ingesteld op 0,5 seconden.

INSTALLATION

The time delay is set with the potentiometer “TIMER”. The timer can set the desired time as the voltage is connected. 
By turning the potentiometer counterclockwise the time is shortened and by turning the potentiometer clockwise the time 
increases. The minimum time delay is 0.5 seconds and the maximum is 60 seconds. The factory default time delay is set 
to 0.5 seconds.

RACCORDEMENT / SCHALTBILDER

40

56

NO COM NC NO COM NC + - TRIG

Minuteur / Timer

court
kurz

longue
lang

-  +

2 x relais (max. 5A, 30V AC/DC)
2 x Relais Ausgang (max. 5A, 30V AC/DC) 

alimentation 12-24V DC
Stromversorgung 12-24V DC

délai 0,5-60 sec.
Zeitverzögerung 0,5-60 Sek. 

vcc

vcc

NO contact
NO Kontakt

12-24V DC
+  -

NO COM NC NO COM NC + - TRIG

MODULE DE RELAIS 12/24VDC AVEC MINUTEUR / RELAISKARTE 12/24VDC MIT TIMER
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